
LZI TO TOM TO 

VOLUME 95, NUMBER 1, JANUARY 1987 

CONTENTS 

TECHNICAL PAPERS 

Subcriticality Measurements for Coupled Uranium 
Metal Cylinders Using the 252Cf-Source-Driven 
Neutron Noise Analysis Method 

J. T. Mihalczo, W. T. King, 
E. D. Blakeman 

14 Application of Noise Analysis Technique for Monitor-
ing the Moderator Temperature Coefficient of Reac-
t iv i ty in Pressurized Water Reactors 

D. J. Shieh, 
B. R. Upadhyaya, 
F. J. Sweeney 

22 The Streaming Ray Formulation of Electron Transport W. L. Filippone, 
M. S. Smith, S. Woolf, 
J. C. Garth 

47 Singular Perturbation Analysis of Relaxation Oscilla-
tions in Reactor Systems 

Mary E. Ward, John C. Lee 

60 Cross Sections and Spectra for (n,xp) and (n,xoi) 
Reactions on 5 8Ni and 6 0Ni at Energies of 9 .4 and 
11 MeV 

S. L. Graham, M. Ahmad, 
S. M. Grimes, 
H. Satyanarayana, 
S. K. Saraf 

70 Improved Implementation of Pairing Corrections in 
Exciton Model Particle-Hole State Densities 

C. Kalbach 

79 

TECHNICAL NOTE 

The (n,t) Reaction on 9Be at 14.6 MeV M. Zadro, S. Blagus, 
£). Miljanic, D. Rendic 


